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3243 North California Avenue, Chicago, IL  60618

POPCORN STATION WARMER -
OPERATION MANUAL
Popcorn Station Shelf
120 Volt,

Single Phase, 60 Hz
400 Volt, 3N∼∼∼∼

Three Phase, 50 Hz.

Popcorn Station Cabinet
120 Volt,

Single Phase, 60 Hz
230 Volt,
        Single Phase, 50 Hz

Popcorn Station Base

READ and UNDERSTAND these operating, and safety
instructions before operating or servicing this machine.
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SAFETY FIRST

The information in this manual is essential for the safe installation and
maintenance of your Cretors warmer.  The manual must be read and
understood before installing, or operating this equipment, or equivalent
training must be provided.

"The employer shall instruct each employee in the recognition and avoidance
of unsafe conditions and the regulations applicable to his work environment
to control or eliminate any hazards or other exposure to illness or injury".
Ref.:  29 CFR 1926.20 (b)(4)(a)(2)

It is understood that safety rules within individual companies vary.  If a
conflict exists between the safety procedures contained in this manual and
the rules of a using company, the more stringent rule should take
precedence.

I INTRODUCTION

This manual is filled with time-saving and money-saving information regarding your Cretors warmer.
There is nothing, however, more important than the safety aids and warnings that are found throughout
this document.  The Safety Alert Symbol is used to identify topics of primary safety concern wherever they
appear.  Furthermore, a separate section has been included which deals exclusively with servicing and
accident prevention.

If, after reviewing this manual, anything is unclear or technical problems are encountered, contact the
dealer from whom you purchased your machine for assistance and if there are any additional questions,
feel free to contact our Customer Service Department at the address and/or phone number listed on the
back cover of this manual.  Always have the model and serial number of your machine available to assist
in obtaining the correct information.
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II SAFETY ALERT SYMBOL

The symbol shown below is used to call your attention to instructions concerning your personal safety and
the safety of others.  Watch this symbol.  It points out important safety precautions.  It means
"ATTENTION!  Become Alert!  Your personal safety is involved!"  Read the message that follows and be
alert to the risk of personal injury or death.

III PURPOSE OF MANUAL

This instruction manual is intended to familiarize owners with the operation,
and safety procedures associated with your Cretors warmer.

This manual should be kept available to operating personnel.

A person who has not read and understood all operating and safety
instructions is not qualified to operate the machine.
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IV PRODUCT IDENTIFICATION

CRETORS POPCORN STATION WARMER CONSISTS OF THREE SEPARATE UNITS.

SPECIFICATIONS:
MODEL 7926-S POPCORN STATION SHELF

Electrical: 3700 watts

Dimensions: 18"D x 47-1/4"W x 50" H - - 46 cm D x 120 cm W  x 126 cm H

ELECTRICAL SPECIFICATIONS: Cretors Popcorn Station Shelf Unit is available in any* of the following
Electrical configurations:

120 Volt, Single Phase, 60 Hz
*400 Volt, 3N ∼ 50 Hz

* - CE Marked units only

SPECIFICATIONS:
MODEL 7926-C POPCORN STATION CABINET

Electrical: 1915 watts

Dimensions: 33-1/2"D x 47-1/4 "W x 25-1/2" H - 85 cm D x 120 cm W  x
65cm H

ELECTRICAL SPECIFICATIONS: Cretors Popcorn Station Cabinet Unit is available in any* of the following
Electrical configurations:

 120 Volt, Single Phase, 60 Hz
*230 Volt, Single Phase, 50 Hz

* - CE Marked units only

SPECIFICATIONS:
MODEL 7926-B POPCORN STATION BASE

Dimensions: 30"D x 47-1/4"W x 15-1/4" H - - 76 cm D x 120 cm W  x 39 cm H

NO ELECTRICAL SPECIFICATIONS: Cretors Popcorn Station Base Unit



PS-M-A/E-O

04/27/01 5 BEGIN SERIAL NO. 98050000

V THEORY AND OBSERVATIONS OF WARMER OPERATION

The Popcorn Station Warmer is designed to warm and display popped corn.  The unit is designed with a
heating element and blower to circulate warmed air throughout the cabinet and shelf unit.  Top lighting from
left and right sides illuminates the shelf unit.

VI CONTROL SWITCH

SHELF ROCKER SWITCH -Turns lights ON/OFF and Turns Cornditioner ON/OFF

SHELF ROCKER SWITCH -Turns Cornditioner ON/OFF

CABINET ROCKER SWITCH -Turns Cornditioner ON/OFF

VII INSTALLATION INSTRUCTIONS

1. Location

Choose a location for your Cretors warmer to maximize the ease of operation procedures.
Check your local building and fire codes for location restrictions.

2. Mounting Shelf to Cabinet

   CAUTION:  RISK OF INJURY, SHELF MUST BE SECURELY MOUNTED TO
CABINET.

If self-unit is supplied, refer to parts diagram for additional help in mounting.  Remove “Z”
brackets cpn 10419, if installed, and replace with four “U” brackets cpn 10590-L for left side and
cpn 10590-R for right side.  The cpn 10601 threaded studs need to be screwed into weld nuts per
diagram.  With the studs protruding 1/2 inch (12.6mm) through the top “U” brackets, place the
shelf unit on top of the cabinet, using proper lifting techniques.  Mount shelf unit on top of cabinet
and secure using star washers and hex nuts provided.

Cretors Company placed a  “multiple power cord” warning label on the shelf unit and provided
one additional “multiple power cord”  warning label loose, which the installer will need to add to
the cabinet.  If cabinet and shelf are purchase together, Cretors Company will install warning onto
cabinet and shelf.
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3. Mounting Cabinet to the Base

    CAUTION:  RISK OF INJURY, CABINET MUST BE SECURELY MOUNTED TO BASE.

If cabinet is used with the base unit (7926-B), the cabinet must be securely mounted to the base for
safety reasons.  Use the supplied holes and slots in the sheetmetal, and the mounting hardware
supplied to fasten to each other.

4. Power Supply

Check the nameplate to determine the required power supply.

Make certain the Rocker Switch(es) on the warmer is in the 'OFF' position when
plugging into power source.    Failure to do so may result in personal injury or death
and may damage your warmer.

Connect your warmer only to the correct power source.  Failure to do so may result in
personal injury or death and may damage your warmer.

WARNING:  Before obtaining access to terminals, all supply circuits must be disconnected.

     5.  After Connecting Warmer to Power Supply

Shelf Warmer:
The shelf unit's operation can be controlled by the lighted rocker switches located on the lower left

side.

Cabinet Warmer:
 The cabinet unit’s operation can be controlled by the lighted rocker switch in the front.

Base Storage Unit has no power requirements.
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VIII OPERATING INSTRUCTIONS

1.  Do not attempt to operate your Cretors warmer until you have read and
understood this manual.  Failure to do so may result in serious injury or death.

2.  Do not attempt to operate your Cretors warmer unless the installation instructions
have been strictly adhered to.  Failure to do so may result in serious injury or
death.

3.  Operate your warmer only if it is in sanitary condition (SANITATION
INSTRUCTIONS).  Failure to do so may result in illness to your customers.

If supply cord is damaged, it must be replaced by a special cord or assembly available from Cretors
Company or Cretor’s Distributor or a similarly qualified person in order to avoid a hazard.
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IX SANITATION INSTRUCTIONS

Be certain the machine is turned ‘OFF’ and power is unplugged before sanitizing this
machine.  Failure to do so could result in injury or death.

CAUTION: HOT.  Do not clean appliances until they have been given sufficient time
to cool.
Failure to do so may result in serious burns.

The cabinet and shelf are to be cleaned with a damp cloth and any good grade glass or
household cleaner suitable for stainless steel surfaces.  A cleaning agent that is acceptable for
food contact
surfaces is recommended.  Do not soak unit with water.  Avoid wetting of inside of electrical
enclosure.

     This appliance(s) shall not be cleaned with a water jet.
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SAFETY FIRST

The information in this manual is essential for the safe installation of your Cretors
warmer.  The manual must be read and understood before installing, or operating this
equipment, or equivalent training must be provided.

"The employer shall instruct each employee in the recognition and avoidance of unsafe
conditions and the regulations applicable to his work environment to control or
eliminate any hazards or other exposure to illness or injury".        Ref.:  29 CFR 1926.20
(b)(4)(a)(2)

It is understood that safety rules within individual companies vary.  If a conflict exists
between the safety procedures contained in this manual and the rules of a using
company, the more stringent rule should take precedence.

This manual is filled with time-saving and money-saving information regarding your Cretors warmer.
There is nothing, however, more important than the safety aids and warnings found throughout this
document.

If you have any questions, contact your local dealer and if there are any additional questions, feel free to
contact the Customer Service Department at C. Cretors and Company.

Additional copies of this manual can be obtained from C. Cretors and Company at the address listed
below.  Please provide model and serial number when requesting additional copies of this manual.  There
will be a nominal charge for additional copies.

Cretors guarantees this warmer to be free of defects in parts, materials and workmanship for one year.
Please take this time to fill out the factory registration card and return it to the factory to activate your
warranty.  If you have any questions concerning the Cretors' warranty, please contact your local dealer or
the Customer Service department at C. Cretors and Company.

C. CRETORS AND COMPANY
3243 N. CALIFORNIA AVENUE
CHICAGO, IL 60618
PHONE (773) 588-1690, (800) 228-1885, FAX (773) 588-2171
WEB SITE: http://www.cretors.com   Email:  postmaster@cretors.com
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