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Quicker Dipper 4777

CHECKING SHIPMENT

Your new Quicker Dipper is ready “out of the box”..  Remove the machine from the
corrugated carton. Check thoroughly for any damage, which may have occurred in
transit. Damage claims should be filed immediately with the transportation company.

ELECTRICAL REQUIREMENTS

Model No. 4777 – 120 Volts, 37.5 watts  60 Hz.

OPERATING INSTRUCTIONS

TO USE
1. Push the Quicker Dipper into a #10 can of caramel. Insert the plug into

an electrical outlet that is grounded.
2. For faster production you can use a Quicker Dipper in conjunction with a

Twin Caramel Apple Dip Warmer, Model 4211.

CLEANING INSTRUCTIONS

TO CLEAN
1. Wash the bottom part of the Quicker Dipper in warm, soapy water. Do

not immerse the unit in water, keep the water away from the top section
above the lid. You can use an empty can, filled with water to soften the
caramel on the bottom section of the Quicker Dipper.

2. Wipe off the excess water and store in the normal vertical position.
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                                                                                 Quicker Dipper

MAINTENANCE INSTRUCTIONS

ORDERING SPARE PARTS
1. Identify the desired part by checking it against the photos, illustrations, and/or the parts list.
2. When ordering, please include part number, part name, and quantity desired.
3. Please include your model name and machine serial number (located on the machine
nameplate) with your order.
1. Address all parts orders to:

Parts Department
Gold Medal Products Co.

10700 Medallion Drive
Cincinnati, Ohio 45241-4807

or, place orders at:

(513) 769-7676
(800) 543-0862

Fax: (513) 769-8500
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Quicker Dipper                                                                  Model 4777

PARTS LIST

     Item No.         Part No.             Description                   Quantity

1 22038 Lead-In Cord 1

2 79390 Heat Element 1

3 79391 Extrusion 1

4 79392 Lid 1

5 79393 Junction Box 1

6 79395 Junction Box Lid Assy. 1

7 79407 Liquid Tight Fitting 1

8 79412 Gasket 1

9 79415 Butt Splice 2

10 89177 Knob 1
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WARRANTY

WE WARRANT to the original purchaser the Gold Medal equipment sold by us to be
free from defects in material or workmanship under normal use and service. Our
obligation under this warranty shall be limited to the repair or replacement of any
defective part for a period of six (6) months from the date of sale to the Original
Purchaser with regard to labor and two (2) years with regard to parts and does not cover
damage to the equipment caused by accident, alteration, improper use, voltage, abuse, or
failure to follow instructions.

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES EXPRESSED OR
IMPLIED, AND OF ALL OTHER OBLIGATIONS OR LIABILITIES ON OUR PART,
INCLUDING THE IMPLIED WARRANTY OF MERCHANTIBILITY. THERE ARE
NO WARRANTIES WHICH EXTEND BEYOND THE DESCRIP-TION ON THE
FACE HEREOF. We neither assume, nor authorize any other person to assume for us,
any other obligation or liability in connection with the sale of said GOLD MEDAL
equipment or any part thereof.

The term “ Original Purchaser”  as used in this warranty shall be deemed to mean that
person, firm, association, or corporation who was billed by the GOLD MEDAL
PRODUCTS COMPANY, or their authorized distributor for the equipment.

THIS WARRANTY HAS NO EFFECT AND IS VOID UNLESS THE ORIGINAL
PURCHASER FIRST CALLS GOLD MEDAL PRODUCTS COMPANY AT 1-800-
543-0862 TO DISCUSS WITH OUR SERVICE REPRESENTATIVE THE EQUIP-
MENT PROBLEM, AND, IF NECESSARY, FOR INSTRUCTIONS CONCERNING
THE REPAIR OR REPLACEMENT OF PARTS.

NOTE: This equipment is manufactured and sold for commercial use only.


